
 Wood Burning Kit 



 Attention: 
 1.  Keep away from children. DO NOT allow this to be used as a toy. 
 2.  Use in a well ventilated space. 
 3.  Please do not continue to use this product for more than 40 minutes. It will reduce the life of 

 the product. Turn off the power and let it rest for 5 minutes. 
 4.  Wait for the temperature to drop down if you want to replace the tip, because the metal tips 

 will become crisp and easy to break in the high temperature. 
 5.  Tips(Points) are made of copper which transfer heat fast but flimsy after warmed up. Please 

 DO NOT apply excessive pressure when using. 
 6.  Please do not touch the metal parts when you are using due to the high temperature. 



 How to use the Wood Burner 
 1.  Sand down the wood to make a smooth surface. 
 2.  Draw your pattern (in pencil) on the wood. 
 3.  Install the pyrography head on the soldering pen - see image below: 

 a.  Make sure that all of the parts are attached tightly. 
 4.  Plug the power cord in, and wait 3-5 minutes for the tool to heat up. Start at a lower 

 temperature. 
 5.  Use the soldering pen to draw your design on the wood. Do not touch the metal tip when 

 the machine is on and hot! 
 6.  If you need to replace or switch the pyrography head, unplug the tool and wait for it to 

 cool down completely. 
 7.  When you are done, unplug the tool and wait for it to cool down before putting it away. 


